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Professionalism in every drop

SOLIS 2413
Superplasticiser
Product technical data sheet intended for concrete technologists, precast producers and concrete contractors.

TYPE

Superplasticiser
DOSAGE

0,4 – 1,5% by cement mass
DENSITY

1070 kg/m³
STANDARD

EN 934-2:2009+A1:2012

Characteristics

Superplasticiser (water-reducing admixture) for ready-mix concrete with extended transport time, especially in summer; high rheological stability of the
mix, w/c reduction and strength gain. Extends transport time and setting time without loss of consistency, increases the flowability of the mix,
significantly lowers the w/c ratio, raises early and final strength and improves workability and pumpability.

Application: ready-mix concrete, for all cement types, concrete with extended transport time.

Technical data

Chemical base modified PCE

Colour brown

Density (+20°C) 1070 kg/m³

pH 5

Chloride ion content ≤ 0,1%

Alkali content ≤ 1,5%

Dosage 0,4 – 1,5% by cement mass

Shelf life 12 months from production date

Standards EN 934-2:2009+A1:2012

Dosage & application

Add the admixture together with the mixing water or at the end of the mixing process. The mixing time after adding the admixture depends on the type
and parameters of the mixer. The optimum dosage must be determined on the basis of trial batches.

Storage, packaging & transport

Store in the original, tightly closed packaging; protect from frost and strong sunlight. Re-mix after prolonged storage. Packaging: returnable 1000 l
containers and 200 l plastic drums. In closed means of transport the product is not subject to ADR restrictions.

Safety & documentation

According to the public information sheet the product is not classified as a hazardous material. Follow standard occupational health & safety rules for construction chemicals: avoid
contamination of skin and eyes, remove soiled clothing and rinse affected skin with water. Always confirm detailed requirements in the current Safety Data Sheet.

Legal notice

The data in this technical data sheet is indicative and is provided on the basis of our production and practical-application experience; because of the varied use of raw materials,
appropriate trials and tests should be carried out during concrete production. The quality guarantee covers only the sale and delivery of the product.
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